
Siemens Electrical Products SPEEDFAX 2000
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Discount Schedule AC-10 (CMKT)

SELECTION
Lighting Control

Combination Electrically Held 20–300 Amps, Class CLF, CLN, CLB�

Fuse Clip Size Enclosure

Cont NEMA 1 NEMA 12/3R� NEMA 4 Stainless�

Amp Amp Max
Rating Rating Volts Catalog No Price $ Catalog No Price $ Catalog No Price $

20 30 250 CLFB10*** 552. CLFB20*** 613. CLFBS0*** 1053.
30 600 CLFB11*** 564. CLFB21*** 625. CLFBS1*** 1065.

30 30 250 CLFC10*** 564. CLFC20*** 708. CLFCS0*** 1140.
30 600 CLFC11*** 576. CLFC21*** 720. CLFCS1*** 1152.

60 60 250 CLFD12*** 882. CLFD22*** 1086. CLFDS2*** 1770.
60 600 CLFD13*** 900. CLFD23*** 1104. CLFDS3*** 1788.

100 100 250 CLFE14*** 1488. CLFE24*** 1752. CLFES4*** 3036.
100 600 CLFE15*** 1518. CLFE25*** 1782. CLFES5*** 3066.

200 200 250 CLFF16*** 2892. CLFF26*** 3624. CLFFS6*** 4872.
200 600 CLFF17*** 2916. CLFF27*** 3648. CLFFS7*** 4896.

300 400 250 CLFG18*** 6024. CLFG28*** 7800. CLFGS8*** 11076.
400 600 CLFG19*** 6072. CLFG29*** 7848. CLFGS9*** 11124.

Fusible Disconnect Switch Class CLF, 3 Pole

Disconnect Size Enclosure

Cont NEMA 1 NEMA 12/3R� NEMA 4 Stainless�

Amp Amp Max
Rating Rating Volts Catalog No Price $ Catalog No Price $ Catalog No Price $

20 30 600 CLNB14*** 534. CLNB24*** 595. CLNBS4*** 1053.
30 30 600 CLNC14*** 546. CLNC24*** 690. CLNCS5*** 1122.
60 60 600 CLND15*** 858. CLND25*** 1062. CLNDS5*** 1746.

100 100 600 CLNE16*** 1428. CLNE26*** 1692. CLNES6*** 2976.
200 200 600 CLNF17*** 2790. CLNF27*** 3522. CLNFS7*** 4770.
300 400 600 CLNG18*** 5856. CLNG28*** 7632. CLNGS8*** 10908.

Non-Fused Disconnect Class CLN, 3 Pole

Circuit Breaker Size Enclosure

Cont NEMA 1 NEMA 12/3R� NEMA 4 Stainless�

Amp Amp Max
Rating Rating Volts Catalog No Price $ Catalog No Price $ Catalog No Price $
20 20 600 CLBB14*** 750. CLBB24*** 811. CLBBS4*** 1251.
30 30 600 CLBC15*** 762. CLBC25*** 906. CLBCS5*** 1338.
60 60 600 CLBD18*** 1068. CLBD28*** 1272. CLBDS8*** 1956.

100 100 600 CLBE18*** 1542. CLBE28*** 1806. CLBES8*** 3090.
200 200 600 CLBF10*** 3444. CLBF20*** 4176. CLBFS0*** 5424.
300 300 600 CLBG11*** 7590. CLBG21*** 8910. CLBGS1*** 12642.

Circuit Breaker Type Class CLB, 3 Pole

Note: Replace *** with voltage from coil table.

Caution: Maximum ampere ratings listed cannot be applied

to motor loads or other inductive switching.

Tungsten lamp loads max volts. Line to line, 480VAC,
line to neutral 277VAC. Ballast and other non-motor
loads 600V AC, breaking all lines.

�24 volt coils are not available on 200 and 300 amp sizes.
�NEMA 12 Enclosures are UL Listed for NEMA 3R

outdoor applications. Watertight conduit  hubs or
equivalent provision for watertight connection at the
conduit entrance shall be used.

�For NEMA 4 painted steel enclosure, replace 
the 5th digit “S” in the catalog number with “4”.

�U.L. Service Entrance listed.

Coil Table

60Hz Voltage Number

24�� 024
120� 120
208 208
240 240
277 277
480 480
600 600
For other voltages and frequencies 
see Factory Modifications page 465.

Ordering Instructions

� Technical Data see page 525.
� Factory Modifications see page 533.
� Dimensions see page 535.


